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TECHNICAL DESCRIPTION

01. Boom

Maximum boom length	 19.8m

Maximum hook height	 19.0m

Boom elevation angle range 	 -5°/60° 

Articulation 	 35° R / 35° L

Fixed lug  	 40 tonne 

Machinery hook (rhino) 	 20 tonne

02. Winch

Maximum line pull 	 4.3 tonne

Two speed winch 	 38 m/min / 76 m/min

7 Part Hook block 	 30 tonne maximum  
rated capacity

Optional 8 Part Hook block 	 35 tonne maximum  
	 rated capacity 

03. Engine & Transmission

Standard engine 	 Mercedes 0M 906

Engine power 	 205kW

Engine torque 	 1100 Nm

Fuel Type 	 Diesel

Fuel Capacity 	 500 litre

Transmission 	 Allison 6 speed

Transfer case 	 ZF 2:1 Ratio

04. Hydraulic System

Axial piston pump 	 135cc/rev

Maximum pump flow rate 	 300 Iitre/min

Maximum working pressure 	 350 bar

Hydraulic tank capacity 	 500 litre

05. Chassis

Front Axle (Tare / GVM) 	 11,100kg / 12,000kg

Axle 2 (Tare / GVM) 	 9,200kg / 10,000kg

Axle 3 (Tare / GVM)	 9,200kg / 10,000kg

Axle Total (Tare / GVM)	 29,500kg / 32,000kg

Turning circle (Highway) 	 10.2m

Turning circle (crane mode) 	 9.0m

06. Brakes & Suspension

Brake System 	 Air operated disc brakes  
with ABS

Suspension 	 Hydro pneumatic suspension 

07. Vehicle Performance

Maximum rated travel speed 	 80km/h

Gradeability� 39% 

01

02

0305

04

06
07

AT40 - Technical Datasheet //     3

https://www.premiercranes.com.au/


DIMENSIONS / AREA OF OPERATION
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