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General - Allgemein - Généralités
Generalidades - Generalita - O6Lwme nonoxeHus

Boom systems - Auslegersysteme - Systemes de fleche

Sistema de pluma - Sistemi di bracci - KoHdurypauum ctpensl
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Operation - Einsatz - Utilisation

Uso - OkcnnyaTaums

Working range - Arbeitsbereich - Rayon de travail
Zona de trabajo - Area di lavoro - Paboyas 3oHa

E 11.1-512m

E@Zﬂ, H DIN/ISO/EN
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Operation - Einsatz - Utilisation
Uso - OkcnnyaTtaums

Lifting capacities - Traglasten - Charges de levage
Cargas - Portate - [pysonogbemMHoOCTb

o | [Ee] o) Bl [on/1so /en
11.1-512m 7.2 M=
1 MaAm* | 11.1m | 148m | 185m | 22.1m | 258 m | 29.5m | 33.2m | 369 m | 40.5m | 442m | 479m | 51.2m
—»im
2.3 100.0**
25 90.0**
3.0 81.6** 73.0 65.0 65.0
3.5 74.6 70.3 65.0 65.0 50.0
4.0 68.6 64.4 63.5 61.4 50.0 41.3
4.5 63.1 59.3 58.8 56.7 50.0 41.3
5.0 58.3 54.9 54.4 52.7 50.0 39.2 31.6
6.0 50.4 47.6 47.0 46.8 45.9 34.9 31.6 23.8
7.0 43.8 a1.7 41.2 41.3 40.8 33.0 28.9 23.8 19.7 15.8
8.0 36.8 35.5 36.3 36.4 36.6 31.1 28.5 23.8 19.7 15.8 12.9
9.0 249 24.0 32.0 321 324 29.4 28.5 22.6 19.7 15.8 12.9 10.2
10.0 28.5 28.6 28.9 28.0 28.5 20.9 19.6 15.8 12.9 10.2 8.9
11.0 25.0 25.2 25.6 26.7 26.3 19.4 18.2 15.8 12.9 10.2 8.9
12.0 20.9 22.3 23.1 23.8 23.4 18.0 17.0 15.8 12.9 10.2 8.9
14.0 19.0 19.0 18.8 18.4 16.2 14.9 141 12.9 10.2 8.9
16.0 14.6 15.5 15.3 14.9 14.9 13.2 12.6 11.8 10.2 8.9
18.0 13.0 12.7 12.3 12.8 1.8 1.3 10.8 10.0 8.9
20.0 9.6 10.8 10.4 10.8 10.8 10.1 9.8 9.1 8.5
22.0 9.3 8.9 9.3 9.5 8.7 8.9 8.4 7.6
24.0 7.8 8.1 8.3 8.1 8.2 7.8 6.9
26.0 7.3 7.0 7.2 7.3 7.2 6.8 6.2
28.0 6.2 6.7 6.4 6.3 6.0 5.6
30.0 5.7 5.9 5.7 5.5 5.2 5.1
32.0 5.3 5.1 4.9 4.6 4.6
34.0 4.8 4.5 4.4 4.1 4.0
36.0 4.0 3.9 3.6 3.6
38.0 3.6 3.4 3.1 3.1
40.0 3.1 2.8 2.7
42.0 2.7 2.4 2.4
44.0 2.1 2.1
46.0 1.8
48.0 1.6
| | (6eo) H DIN/ISO/EN
11.1-51.2m 7.2 m=
: MAm* | 11.1m | 148m | 185m | 22.1m | 258 m | 29.5m | 33.2m | 369 m | 40.5m | 442m | 47.9m | 51.2m
—>»im
2.3 100.0**
25 90.0**
3.0 81.6** 76.1** 65.0 65.0
3.5 74.6 69.9 65.0 65.0 50.0
4.0 68.3 64.1 63.5 61.4 50.0 41.3
45 62.7 59.0 58.5 56.7 50.0 41.3
5.0 57.8 54.6 54.0 52.7 50.0 39.2 31.6
6.0 50.0 47.2 46.6 46.8 45.9 34.9 31.6 23.8
7.0 425 41.2 40.7 40.8 40.8 33.0 28.9 23.8 19.7 15.8
8.0 36.6 35.5 35.4 35.5 35.8 31.1 28.5 23.8 19.7 15.8 12.9
9.0 24.9 24.0 31.2 31.4 31.6 29.4 28.5 22.6 19.7 15.8 12.9 10.2
10.0 26.7 26.9 27.3 28.0 27.0 20.9 19.6 15.8 12.9 10.2 8.9
11.0 22.7 23.4 24.7 249 24.0 19.4 18.2 15.8 12.9 10.2 8.9
12.0 20.0 21.9 21.9 21.7 21.3 18.0 17.0 15.8 12.9 10.2 8.9
14.0 17.2 17.3 17.0 16.6 16.2 14.9 141 12.9 10.2 8.9
16.0 14.0 141 13.8 13.4 13.9 13.0 12.6 11.8 10.2 8.9
18.0 1.7 1.5 1.1 1.5 1.7 10.8 10.8 10.0 8.9
20.0 9.6 9.7 9.3 9.7 9.9 9.5 9.5 9.1 8.5
22.0 8.3 8.4 8.3 8.5 8.6 8.4 8.1 7.6
24.0 7.8 7.2 7.7 7.4 7.3 7.0 6.9
26.0 6.9 6.5 6.7 6.5 6.3 6.0 6.0
28.0 6.0 5.9 5.7 55 52 5.2
30.0 5.3 5.2 5.0 4.8 4.5 4.5
32.0 4.7 4.4 4.3 3.9 3.9
34.0 4.2 3.9 3.7 3.4 3.4
36.0 3.5 3.3 3.0 3.0
38.0 3.1 2.9 2.6 2.6
40.0 2.6 2.2 2.2
42.0 2.3 1.9 1.9
44.0 1.7 1.6
46.0 1.4
48.0 1.2
* Over rear - Nach hinten - A l'arriére - Hacia atras - Indietro - Hazad
** With additional lifting equipment - Mit Zusatzhubausriistung - Avec équipement de levage supplémentaire
Con equipamiento de elevacién adicional - Con attrezzaggio di sollevamento supplementare - C dornonHumernsHbiM M00beMHbIM 060pydosaHuem CRANES & RIGGING
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Operation - Einsatz - Utilisation
Uso - OkcnnyaTtaums

o HH DIN/ISO/EN

: MAm* | 111m | 148m | 185m | 221m | 258 m | 29.5m | 33.2m | 36.9m | 40.5m | 442m | 479 m | 51.2m
—»im

2.3 100.0**

2.5 90.0**

3.0 80.6** 75.4* 65.0 65.0

3.5 72.8 68.5 65.0 65.0 50.0

4.0 66.3 62.4 61.9 61.4 50.0 41.3

4.5 60.8 57.2 56.7 56.4 50.0 41.3

5.0 54.2 52.5 51.9 50.2 47.9 39.2 31.6

6.0 44.4 44.0 4.7 38.9 36.8 34.2 31.6 23.8

7.0 33.9 34.0 32.8 30.8 31.8 30.0 27.9 23.8 19.7 15.8

8.0 26.1 26.2 25.2 27.9 26.7 25.1 23.5 21.9 19.7 15.8 12.9

9.0 21.0 21.0 22.2 22.8 22.8 215 20.2 19.9 18.1 15.8 12.9 10.2
10.0 18.4 19.0 19.0 18.7 17.5 17.4 16.1 15.3 12.9 10.2 8.9
11.0 15.6 16.2 16.2 15.9 15.4 15.4 15.1 13.5 12.9 10.2 8.9
12.0 134 13.9 145 13.7 14.2 13.7 13.5 12.9 11.8 10.2 8.9
14.0 10.7 1.2 1.2 1.3 1.2 1.2 10.7 10.2 9.5 8.9
16.0 8.4 8.9 8.9 9.0 8.8 8.8 8.5 8.4 7.8 7.6
18.0 7.2 7.2 7.3 7.2 71 6.8 6.7 6.3 6.3
20.0 5.9 5.9 6.0 5.9 5.8 5.6 5.4 5.1 5.1
22.0 4.9 5.0 4.9 4.8 4.6 4.4 4.1 4.1
24.0 4.2 4.1 4.0 3.8 3.6 3.3 3.3
26.0 3.6 3.4 3.4 3.1 3.0 2.6 2.6
28.0 2.9 2.8 2.6 2.4 2.1 2.1
30.0 2.4 2.4 21 1.9 1.6 1.6
32.0 2.0 1.7 1.6 1.2 1.2
34.0 1.6 1.4 1.2 0.9 0.9
36.0 1.1 0.9 0.6 0.6
38.0 0.8 0.6

o™ | m DIN/ISO/EN

: 11Am* | 111m | 148m | 185m | 221m | 26.8m | 29.5m | 33.2m | 36.9m | 40.5m | 442m | 479 m | 51.2m
—»im

2.3 100.0**

2.5 90.0**

3.0 80.3** 75.3** 65.0 65.0

3.5 72.6 68.2 65.0 65.0 50.0

4.0 66.1 62.2 61.7 61.4 50.0 41.3

4.5 59.9 57.0 56.5 56.1 50.0 41.3

5.0 53.5 52.0 51.4 48.8 45.4 39.2 31.6

6.0 43.8 43.5 39.5 36.7 34.8 34.2 30.8 23.8

7.0 31.9 32.0 30.9 29.9 30.3 28.4 26.4 23.8 19.7 15.8

8.0 24.6 24.6 25.1 26.5 25.3 23.8 222 20.9 19.7 15.8 12.9

9.0 19.7 19.7 20.9 21.5 21.6 20.4 19.0 18.8 17.0 15.8 12.9 10.2
10.0 17.3 17.9 18.0 17.7 16.5 16.4 16.1 14.3 12.9 10.2 8.9
11.0 14.6 15.2 15.5 15.0 15.2 14.4 14.2 12.9 12.3 10.2 8.9
12.0 12.5 13.0 13.6 13.6 13.8 13.1 13.0 12.3 1.0 10.2 8.9
14.0 9.9 10.4 10.4 10.5 10.4 10.3 915 9.4 8.7 8.5
16.0 7.7 8.2 8.2 8.3 8.2 8.1 7.8 7.7 71 6.9
18.0 6.6 6.6 6.7 6.6 6.5 6.2 6.1 5.8 5.7
20.0 5.4 5.4 5.5 5.4 5.3 5.0 4.9 4.6 4.5
22.0 45 4.6 4.4 4.4 41 4.0 3.6 3.6
24.0 3.8 3.7 3.6 3.3 3.2 2.9 2.9
26.0 3.2 3.1 3.0 2.7 2.6 2.3 2.3
28.0 2.5 25 2.2 21 1.7 1.7
30.0 2.1 2.0 1.8 1.6 13 1.3
32.0 1.7 1.4 1.3 0.9 0.9
34.0 14 1.1 0.9 0.6 0.6
36.0 0.8 0.6
38.0 0.6

* Over rear - Nach hinten - A l'arriére - Hacia atras - Indietro - Hazad
** With additional lifting equipment - Mit Zusatzhubausriistung - Avec équipement de levage supplémentaire R EM I

Con equipamiento de elevacién adicional - Con attrezzaggio di sollevamento supplementare - C 0ononHumernsHbiM no0bemMHbiM obopydosaHuem CRANES 8 RIGGING
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Operation - Einsatz - Utilisation
Uso - OkcnnyaTaums

Working range - Arbeitsbereich - Rayon de travail
Zona de trabajo - Area di lavoro - Paboyas 3oHa

m.zm 1018 m HYDROm/mm M‘ ﬂ DIN/ISO/EN
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Operation - Einsatz - Utilisation
Uso - OkcnnyaTtaums

Lifting capacities - Traglasten - Charges de levage
Cargas - Portate - [pysonogbemMHOCTb

HYDRO
e i DIN/ISO/EN
11.1-51.2m 1+49m 1+49m 7.2 m=
MAm+1.0m+9.0m 33.2m+1.0m+9.0m 47.9m+1.0m+9.0m 51.2m+1.0m+9.0m
Z »im 0° 20° 40° 0° 20° 40° 0° 20° 40° 0° 20° 40°

3.0 12.2*

3.5 12.2*

4.0 12.2*

4.5 12.2*

5.0 12.2* 12.2*

6.0 12.2* 1.5

7.0 12.2* 10.8 10.1

8.0 12.2* 10.2 7.4 10.1

9.0 12.1* 9.7 71 10.1
10.0 11.3* 9.0 6.7 10.1 9.0
1.0 10.5 8.5 6.4 10.1 8.6 4.9
12.0 9.6 8.0 6.2 10.1 8.3 4.9 4.4
14.0 8.1 71 5.8 9.3 7.6 6.7 4.9 4.4
16.0 7.0 6.5 8.5 71 6.3 4.9 4.9 4.4 4.4
18.0 7.9 6.7 6.0 4.9 4.9 4.7 4.4 4.4
20.0 7.4 6.3 5.7 4.9 4.8 4.5 4.4 4.4 4.2
22.0 6.9 6.0 5.5 4.9 4.6 4.3 4.4 4.3 4.0
24.0 6.5 5.7 5.2 4.7 4.4 41 4.4 41 3.9
26.0 6.2 5.5 5.1 4.5 4.2 3.9 41 3.9 3.7
28.0 5.6 5.2 4.9 4.3 4.0 3.8 3.9 3.8 3.6
30.0 4.9 5.0 4.8 4.0 3.9 3.6 3.7 3.6 3.5
32.0 4.2 4.5 4.6 3.8 3.7 3.5 3.5 3.4 3.3
34.0 3.7 3.9 3.7 3.6 3.4 3.4 3.3 3.2
36.0 3.2 3.4 3.4 3.4 3.3 3.2 3.1 3.1
38.0 2.8 2.9 2.9 3.2 3.2 2.9 3.0 3.0
40.0 25 2.6 2.8 2.9 25 2.7 2.9
42.0 2.2 2.4 2.5 2.2 2.4 2.5
44.0 1.9 2.1 2.2 1.8 2.0 2.1
46.0 1.6 1.8 1.6 1.7 1.8
48.0 1.4 1.5 1.3 1.5
50.0 1.1 1.2 1.1 1.2
52.0 0.9 1.0 0.9 1.0
54.0 0.8 0.7 0.8
56.0 0.5 0.6

* With additional lifting equipment - Mit Zusatzhubausrtstung - Avec équipement de levage supplémentaire REM I

Con equipamiento de elevacion adicional - Con attrezzaggio di sollevamento supplementare - C dornonHumensHbiM 100beMHbIM 060pydogaHuem CRANES & RIGGING
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Operation - Einsatz - Utilisation
Uso - OkcnnyaTtaums

HYDRO
as i DIN/ISO/EN
11.1-51.2m 1+9m 1+9m 7.2 M
M1 I1m+1.0m+9.0m 33.2m+1.0m+9.0m 47.9m+1.0m+9.0m 51.2m+1.0m+9.0m
_> m 0° 20° 40° 0° 20° 40° 0° 20° 40° 0° 20° 40°
3.0 12.2*
3.5 12.2*
4.0 12.2*
4.5 12.2*
5.0 12.2* 12.2*
6.0 12.2* 11.5*
7.0 12.2* 10.8 10.1
8.0 12.2* 10.2 7.4 10.1
9.0 12.1* 9.7 71 10.1
10.0 11.3* 9.0 6.7 10.1 9.0
11.0 10.5 8.5 6.4 10.1 8.6 4.9
12.0 9.6 8.0 6.2 10.1 8.3 4.9 4.4
14.0 8.1 71 5.8 8.7 7.6 6.7 4.9 4.4
16.0 7.0 6.5 6.9 71 6.3 4.9 4.9 4.4 4.4
18.0 5.4 6.1 6.0 4.9 4.9 4.7 4.4 4.4
20.0 4.2 4.8 5.3 4.3 4.8 4.5 41 4.4 4.2
22.0 3.3 3.8 4.2 35 4.0 4.3 3.4 3.9 4.0
24.0 2.5 3.0 3.3 2.7 3.2 3.6 2.7 3.2 3.6
26.0 1.9 2.3 2.6 2.1 25 2.9 2.0 25 2.9
28.0 1.4 1.8 2.0 1.6 2.0 2.3 1.5 1.9 2.3
30.0 1.0 1.3 1.5 1.2 1.5 1.8 1.1 1.5 1.7
32.0 0.6 0.9 1.0 0.8 11 1.3 0.7 11 1.3
34.0 0.5 0.5 0.7 1.0 0.7 0.9
36.0 0.6 0.6
HYDRO
S i DIN/ISO/EN
11.1-51.2m 1+17m 1+17m s 7.2 M
M. I1m+1.0m+17.0 m 33.2m+1.0m+17.0m 479 m+1.0m+17.0m 51.2m+1.0m+17.0m
— > m 0° 20° 40° 0° 20° 40° 0° 20° 40° 0° 20° 40°
3.5 5.8
4.0 5.8
4.5 5.8
5.0 5.8
6.0 5.8
7.0 5.8
8.0 5.8 4.2
9.0 5.8 4.2
10.0 5.8 53 4.2
11.0 5.8 5.0 4.2
12.0 5.7 4.8 4.2 2.9
14.0 5.1 4.4 4.2 2.9 2.7
16.0 4.7 4.1 3.2 4.2 4.2 2.9 2.7
18.0 4.2 3.7 3.0 4.2 41 2.9 2.7
20.0 3.7 3.4 2.8 4.2 3.9 3.2 2.9 2.9 2.7
22.0 3.3 3.1 2.6 4.2 3.8 3.1 2.9 2.9 2.7 2.7
24.0 3.0 2.9 25 4.2 3.6 3.0 2.9 2.9 2.7 2.7
26.0 2.7 2.8 4.2 3.5 2.9 2.9 2.9 2.9 2.7 2.7 2.7
28.0 41 3.4 2.8 2.9 2.9 2.8 2.7 2.7 2.6
30.0 3.9 3.3 2.7 2.9 2.9 2.7 2.7 2.7 2.6
32.0 3.8 3.2 2.6 2.9 2.7 2.6 2.7 2.6 2.5
34.0 3.6 3.1 2.6 2.9 2.7 25 2.7 25 2.4
36.0 3.5 3.0 2.5 2.8 2.6 2.4 2.7 24 2.3
38.0 3.3 2.9 25 2.7 25 2.4 2.6 2.3 22
40.0 2.9 2.9 2.5 2.6 2.4 2.3 2.5 2.3 2.2
42,0 2.6 2.8 2.4 2.3 2.2 2.4 22 2.1
44.0 2.3 25 2.1 2.3 2.2 2.1 2.1 2.1
46.0 2.0 2.1 1 2.2 2.1 1.8 2.1 2.0
48.0 1.7 1.6 1 2.1 1.5 1.8 2.0
50.0 1.4 1.6 1.8 1.3 1.6 1.7
52.0 1.2 1.4 1.5 11 1.3 1.5
54.0 1.0 1.2 0.9 1.1 1.2
56.0 0.8 1.0 0.7 0.9
58.0 0.6 0.8 0.5 0.7
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Operation - Einsatz - Utilisation
Uso - OkcnnyaTtaums

HYDRO
Bee I DIN/ISO/EN
11.1-51.2m 1+17m 1+17m 7.2 M
M Am+1.0m+17.0m 332m+1.0m+17.0m 47.9m+1.0m+17.0m 51.2m+1.0m+17.0m
_> m 0° 20° 40° 0° 20° 40° 0° 20° 40° 0° 20° 40°
3.5 58
4.0 5.8
4.5 58
5.0 5.8
6.0 58
7.0 5.8
8.0 58 4.2
9.0 5.8 4.2
10.0 58 5.3 4.2
1.0 5.8 5.0 4.2
12.0 5.7 4.8 4.2 2.9
14.0 5.1 4.4 4.2 2.9 2.7
16.0 4.7 41 3.2 4.2 4.2 2.9 27
18.0 4.2 3.7 3.0 4.2 41 2.9 2.7
20.0 3.7 3.4 2.8 4.2 3.9 3.2 2.9 2.9 2.7
22.0 3.3 3.1 2.6 3.9 3.8 3.1 2.9 2.9 2.7 2.7
24.0 3.0 2.9 25 3.1 3.6 3.0 2.9 2.9 2.7 2.7
26.0 2.7 2.8 2.5 3.2 2.9 2.4 2.9 2.9 2.3 2.7 2.7
28.0 2.0 2.6 2.8 1.9 2.6 2.8 1.8 25 2.6
30.0 1.5 2.1 2.6 1.4 2.1 2.6 1.4 2.0 2.6
32.0 1.2 1.7 2.1 1.1 1.6 2.1 1.0 1.6 2.1
34.0 0.8 1.3 1.6 0.7 1.3 1.7 1.2 1.7
36.0 0.6 1.0 1.2 0.9 1.3 0.9 1.3
38.0 0.6 0.9 0.6 1.0 0.9
40.0 0.6 0.7 0.6
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